
GARDELLA  WATERJET

Intensifier performance data at orifice discharge pressure
for Diamond Orifices

Orifice Ø Working Pressures
0,1016 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,004 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max

             

min 
nom 
max

0,199  l/min 0,223  l/min 0,236  l/min 0,244  l/min 0,252  l/min 0,263  l/min 0,274  l/min

0,220   l/min 0,246  l/min 0,261  l/min 0,270  l/min 0,279  l/min 0,291  l/min 0,304  l/min

0,242  l/min 0,271  l/min 0,287  l/min 0,297  l/min 0,307  l/min 0,321  l/min 0,334  l/min

0,053 gpm 0,059 gpm 0,062 gpm 0,064 gpm 0,067 gpm 0,070 gpm 0,072 gpm

0,058 gpm 0,065 gpm 0,069 gpm 0,071 gpm 0,074 gpm 0,077 gpm 0,080 gpm

0,064 gpm 0,072 gpm 0,076 gpm 0,078 gpm 0,081 gpm 0,085 gpm 0,088 gpm

Power min 
nom 
max

  
min 
nom 
max

1,05 KW 1,47 KW 1,74 KW 1,94 KW 2,13 KW 2,44 KW 2,76 KW

 1,17 KW 1,63 KW 1,93 KW 2,14 KW 2,36 KW 2,70 KW 3,05 KW

1,28 KW 1,79 KW 2,12 KW 2,36 KW 2,60 KW 2,97 KW 3,36 KW

1,41 HP 1,97 HP 2,34 HP 2,59 HP 2,86 HP 3,27 HP 3,70 HP

1,56 HP 2,18 HP 2,59 HP 2,87 HP 3,16 HP 3,62 HP 4,09 HP

1,72 HP 2,40 HP 2,85 HP 3,16 HP 3,48 HP 3,98 HP 4,50 HP

Orifice Ø Working Pressures
0,127 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,005 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max 

  
min 
nom 
max

0,318  l/min 0,355  l/min 0,376  l/min 0,389  l/min 0,402  l/min 0,420  l/min 0,438  l/min

0,344 l/min 0,385  l/min 0,407  l/min 0,421  l/min 0,435  l/min 0,455  l/min 0,474  l/min

0,372  l/min 0,416  l/min 0,440  l/min 0,455  l/min 0,470  l/min 0,492  l/min 0,512  l/min

0,084  gpm 0,094  gpm 0,099  gpm 0,103 gpm 0,105 gpm 0,111 gpm 0,116 gpm

0,091 gpm 0,102 gpm 0,108 gpm 0,111 gpm 0,115 gpm 0,120 gpm 0,125 gpm

0,098 gpm 0,110 gpm 0,116 gpm 0,120 gpm 0,124 gpm 0,130 gpm 0,135 gpm

Power min 
nom 
max 

          m
in 

nom 
max

1,68 KW 2,35 KW 2,78 KW 3,09 KW 3,40 KW 3,89 KW 4,40 KW

1,82 KW 2,54  KW 3,02 KW 3,34 KW 3,68 KW 4,21 KW 4,77 KW

1,97 KW 2,75 KW 3,26 KW 3,61 KW 3,98 KW 4,55 KW 5,15 K

2,25 HP 3,15 HP 3,73 HP 4,14 HP 4,56 HP 5,22 HP 5,90 HP

2,44 HP 3,41 HP 4,04 HP 4,49 HP 4,94 HP 5,65 HP 6,39 HP

2,64 HP 3,69 HP 4,37 HP 4,85 HP 5,34 HP 6,11 HP 6,91 HP



GARDELLA  WATERJET

Orifice Ø Working pressures
0,1524 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,006 Inch 29.000 psi 36.250  psi 40.600  psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max

  
min 
nom 
max

0,464  l/min 0,518  l/min 0,548  l/min 0,568  l/min 0,586  l/min 0,613  l/min 0,639  l/min

0,496  l/min 0,554 l/min 0,586  l/min 0,607  l/min 0,627  l/min 0,656  l/min 0,683  l/min

0,529  l/min 0,591  l/min 0,625  l/min 0,647  l/min 0,669  l/min 0,699  l/min 0,729  l/min

0,122 gpm 0,137 gpm 0,145  gpm 0,150  gpm 0,155 gpm 0,162 gpm 0,169 gpm

0,131 gpm 0,146 gpm 0,155 gpm 0,160 gpm 0,166 gpm 0,173 gpm 0,180 gpm

0,140 gpm 0,156 gpm 0,165 gpm 0,171 gpm 0,177 gpm 0,185 gpm 0,192 gpm

Power  min 
nom 
max 

  
min 
nom 
max

2,45  KW 3,43  KW 4,06 KW 4,51 KW 4,96 KW 5,68 KW 4,62 KW

2,62 KW 3,66 KW 4,34 KW 4,82 KW 5,31 KW 6,07 KW 6,87 KW

2,80 KW 3,91 KW 4,63 KW 5,14 KW 5,66 KW 6,47 KW 7,32 KW

3,29 HP 4,60 HP 5,45 HP 6,04 HP 6,66 HP 7,61 HP 8,61 HP

3,52 HP 4,91 HP 5,82 HP 6,46 HP 7,12 HP 8,14 HP 9,21 HP

3,75 HP 5,24 HP 6,21 HP 6,89 HP 7,59 HP 8,68 HP 9,82 HP

Orifice Ø Working pressures 
0,1778 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,007 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max 

  
min 
nom 
max

0,637  l/min 0,712  l/min 0,754  l/min 0,780  l/min 0,806  l/min 0,843  l/min 0,878  l/min

0,674  l/min 0,754  l/min 0,798  l/min 0,826  l/min 0,853  l/min 0,892  l/min 0,930  l/min

0,713  l/min 0,797  l/min 0,844  l/min 0,873  l/min 0,902  l/min 0,743  l/min 0,983  l/min

0,168 gpm 0,188 gpm 0,199 gpm 0,206 gpm 0,213 gpm 0,223 gpm 0,232 gpm

0,178 gpm 0,199 gpm 0,211 gpm 0,218 gpm 0,225 gpm 0,236 gpm 0,246 gpm

0,188 gpm 0,211 gpm 0,223 gpm 0,231 gpm 0,238 gpm 0,249 gpm 0,260 gpm

Power  min 
nom 
max 

  
min 
nom 
max

3,37 KW 4,71 KW 5,58 KW 6,19 KW 6,82 KW 7,80 KW 8,83 KW

3,57 KW 4,99 KW 5,91 KW 6,56 KW 7,22 KW 8,26 KW 9,35 KW

3,77 KW 5,27 KW 6,25 KW 6,93 KW 7,63 KW 8,72 KW 9,88 KW

4,52 HP 6,32 HP 7,49 HP 8,30 HP 9,15 HP 10,46 HP 11,84 HP

4,79 HP 6,69 HP 7,93 HP 8,79 HP 9,38 HP 11,08 HP 12,53HP

5,06 HP 7,07 HP 8,38 HP 9,29 HP 10,24 HP 11,71 HP 13,25 HP



GARDELLA  WATERJET

Orifice Ø Working pressures
0,2032 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,008 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max

  
min 
nom 
max

0,838  l/min 0,937  l/min 0,992  l/min 1,026  l/min 1,060  l/min 1,109  l/min 1,156  l/min

0,881  l/min 0,985  l/min 1,042  l/min 1,079  l/min 1,114  l/min 1,165  l/min 1,214  l/min

0,925  l/min 1,034  l/min 1,094  l/min 1,133  l/min 1,170  l/min 1,223  l/min 1,275  l/min

0,221 gpm 0,248  gpm 0,262  gpm 0,271 gpm 0,280 gpm 0,293 gpm 0,305 gpm

0,233 gpm 0,260 gpm 0,275 gpm 0,285 gpm 0,294 gpm 0,308 gpm 0,321 gpm

0,244 gpm 0,273 gpm 0,289 gpm 0,299 gpm 0,309 gpm 0,323 gpm 0,337 gpm

Power  min 
nom 
max 

         mi
n 

nom 
max

4,43 KW 6,20 KW 7,35 KW 8,15 KW 8,97 KW 10,27 KW 11,61 KW

4,66 KW 6,51 KW 7,72 KW 8,56 KW 9,43 KW 10,79 KW 12,21 KW

4,89 KW 6,84 KW 8,10 KW 8,99 KW 9,90 KW 11,33 KW 12,81 KW

5,95 HP 8,31 HP 9,85 HP 10,92 HP 12,03 HP 13,77 HP 15,57 HP

6,25 HP 8,73 HP 10,35 HP 11,48 HP 12,65 HP 14,47 HP 16,37 HP

6,56 HP 9,17 HP 10,87 HP 12,05 HP 13,28 HP 15,19 HP 17,18 HP

Orifice Ø Working pressures 
0,2286 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,009 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 bar

Flow   min 
nom 
max 

  
min 
nom 
max

1,067 l/min 1,193 l/min 1,262 l/min 1,306 l/min 1,349 l/min 1,411 l/min 1,470 l/min

1,115 l/min 1,247 l/min 1,319 l/min 1,366 l/min 1,410 l/min 1,475 l/min 1,537 l/min

1,164 l/min 1,302 l/min 1,378 l/min 1,426 l/min 1,473 l/min 1,540 l/min 1,605 l/min

0,282 gpm 0,315 gpm 0,333 gpm 0,345 gpm 0,356 gpm 0,373 gpm 0,388 gpm

0,295 gpm 0,329 gpm 0,348 gpm 0,361 gpm 0,373 gpm 0,390 gpm 0,406 gpm

0,308 gpm 0,344 gpm 0,364 gpm 0,377 gpm 0,389 gpm 0,407 gpm 0,424 gpm

Power  min 
nom 
max 

  
min 
nom 
max

5,64 KW 7,89 KW 9,35 KW 10,37 KW 11,42 KW 13,06 KW 14,78 KW

5,90 KW 8,24 KW 9,77 KW 10,84 KW 11,94 KW 13,66 KW 15,45 KW

6,16 KW 8,61 KW 10,20 KW 11,32 KW 12,47 KW 14,26 KW 16,13 KW

7,57 HP 10,58 HP 12,54 HP 13,90 HP 15,32 HP 17,52 HP 19,82 HP

7,91 HP 11,05 HP 13,10 HP 14,53 HP 16,01 HP 18,31 HP 20,72 HP

8,26 HP 11,54 HP 13,68 HP 15,17 HP 16,72 HP 19,12 HP 21,63 HP



GARDELLA  WATERJET

Orifice Ø Working pressures
0,2540 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,010 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max

  
min 
nom 
max

1,323  l/min 1,479  l/min 1,565  l/min 1,620  l/min 1,673  l/min 1,750  l/min 1,823  l/min

1,376  l/min 1,539  l/min 1,629  l/min 1,686  l/min 1,741  l/min 1,821  l/min 1,897  l/min

1,431  l/min 1,600  l/min 1,693  l/min 1,753  l/min 1,810  l/min 1,893  l/min 1,973  l/min

0,349  gpm 0,391 gpm 0,413 gpm 0,428 gpm 0,442 gpm 0,462 gpm 0,482 gpm

0,364 gpm 0,407 gpm 0,430 gpm 0.,445 gpm 0,460 gp 0,481 gpm 0,501 gpm

0,378 gpm 0,423 gpm 0,447 gpm 0,463 gpm 0,478 gpm 0,500 gpm 0,521 gpm

Power  min 
nom 
max 

         mi
n 

nom 
max

7,00 KW 9,78 KW 11,59 KW 12,86 KW 14,16 KW 16,20 KW 18,33 KW

7,28 KW 10,18 KW 12,06 KW 13,38 KW 14,74 KW 16,86 KW 19,07 KW

7,57 KW 10,58 KW 12,54 KW 13,91 KW 15,32 KW 17,53 KW 19,83 KW

9,38 HP 13,12 HP 15,55 HP 17,24 HP 18,99 HP 21,73 HP 24,58 HP

9,77 HP 13,65 HP 16,16 HP 17,94 HP 19,76 HP 22,61 HP 25,58 HP

10,15 HP 14,19 HP 16,82 HP 18,65 HP 20,55 HP 23,61 HP 26,59 HP

Orifice Ø Working pressures
0,2794 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,011 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max

  
min 
nom 
max

1,606  l/min 1,796  l/min 1,901  l/min 1,967  l/min 2,032  l/min 2,125  l/min 2,214  l/min

1,666 l/min 1,862  l/min 1,971  l/min 2,040  l/min 2,107  l/min 2,203  l/min 2,2296  l/min

1,726  l/min 1,929  l/min 2,042  l/min 2,114  l/min 2,183  l/min 2,283  l/min 2,379  l/min

0,424 gpm 0,474 gpm 0,502 gpm 0,520 gpm 0,537 gpm 0,561 gpm 0,585 gpm

0,440 gpm 0,492 gpm 0,521 gpm 0,539 gpm 0,557 gpm 0,582 gpm 0,606 gpm

0,456 gpm 0,510 gpm 0,539 gpm 0,558 gpm 0,577 gpm 0,603 gpm 0,628 gpm

Power  min 
nom 
max 

           
min 
nom 
max

8,50 KW 11,88 KW 14,08 KW 15,61 KW 17,20 KW 19,68 KW 22,26 KW

8,81 KW 12,31 KW 14,60 KW 16,19 KW 17,83 KW 20,40 KW 23,08 KW

9,13 KW 12,76 KW 15,12 KW 16,77 KW 18,48 KW 21,14 KW 23,91 KW

11,40 KW 15,93 KW 18,88 KW 20,94 KW 23,07 KW 26,39 KW 29,85 KW

11,82 KW 16,51 KW 19,57 KW 21,71 KW 23,91 KW 27,36 KW 3095 KW

12,24 KW 17,11 KW 20,28 KW 22,49 KW 24,78 KW 28,34 KW 32,06 KW



GARDELLA  WATERJET

Orifice Ø Working pressures
0,3048 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,012 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max

            
min 
nom 
max

1,918  l/min 2,144  l/min 2,269  l/min 2,349  l/min 2,436  l/min 2,537  l/min 2,643  l/min

1,982  l/min 2,216  l/min 2,345  l/min 2,428  l/min 2,507  l/min 2,622  l/min 2,732  l/min

2,048  l/min 2,289  l/min 2,423  l/min 2,506  l/min 2,590  l/min 2,709  l/min 2,823  l/min

0,507 gpm 0,566 gpm 0,599 gpm 0,620 gpm 0,641 gpm 0,670 gpm 0,698 gpm

0,524 gpm 0,585 gpm 0,620 gpm 0,641 gpm 0,662 gpm 0,693 gpm 0,722 gpm

0,541 gpm 0,605 gpm 0,640 gpm 0,663 gpm 0,684 gpm 0,716 gpm 0,746 gpm

Power  min 
nom 
max 

  
min 
nom 
max

10,55 KW 14,18 KW 16,81 KW 18,64 KW 20,53 KW 23,49 KW 26,57 KW

10,49 KW 14,66 KW 17,37 KW 19,26 KW 21,22 KW 24,28 KW 27,46 KW

10,83 KW 15,14 KW 17,95 KW 19,90 KW 21,93 KW 25,08 KW 28,37 KW

13,60 KW 19,01 KW 22,54 KW 24,99 KW 27,53 KW 31,50 KW 35,63 KW

14,06 HP 19,65 KW 23,29 KW 25,83 KW 28,46 KW 32,56 KW 36,83 KW

14,53 KW 20,30 KW 24,07 KW 26,69 KW 29,40 KW 33,63 KW 38,05 KW

Orifice Ø Working pressures
0,3302 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,013 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400  psi 50.750 psi 55.100 psi

Flow   min 
nom 
max

          mi
n       nom 

max

2,256  l/min 2,523  l/min 2,670  l/min 2,763  l/min 2,854  l/min 2,985  l/min 3,110  l/min

2,326  l/min 2,601  l/min 2,752  l/min 2,849  l/min 2,942  l/min 3,077   l/min 3,206  l/min

2,397  l/min 2,680  l/min 2,836  l/min 2,936  l/min 3,032  l/min 3,171  l/min 3,304  l/min

0,596 gpm 0,666 gpm 0,705 gpm 0,730 gpm 0,754 gpm 0,789 gpm 0,822 gpm

0,615 gpm 0,687 gpm 0,727 gpm 0,753 gpm 0,777 gpm 0,813 gpm 0,847 gpm

0,633 gpm 0,708 gpm 0,749 gpm 0,776 gpm 0,801 gpm 0,838 gpm 0,873 gpm

Power  min 
nom 
max 

         mi
n 

nom 
max

11,94 KW 16,68 KW 19,77 KW 21,93 KW 24,16 KW 27,63 KW 31,26 KW

12,31 KW 17,20 KW 20,39 KW 22,61 KW 24,91 KW 28,49 KW 32,23 KW

12,68 KW 17,72 KW 21,01 KW 23,30 KW 25,67 KW 29,36 KW 33,22 KW

16,01 HP 22,37 HP 26,52 HP 29,41 HP 32,40 HP 37,06 HP 41,92 HP

16,60 HP 23,07 HP 27,34 HP 30,32 HP 33,40 HP 38,21 HP 43 22 HP

17 ,01 HP 23,77 HP 28,17 HP 31,24 HP 34,42 HP 39,37 HP 44,54 HP



GARDELLA  WATERJET

Orifice Ø Working pressures
0,3556 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,014 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max 

  
min 
nom 
max

2,623  l/min 2,932  l/min 3,103  l/min 3,212  l/min 3,317  l/min 3,469  l/min 3,615  l/min

2,698  l/min 3,016  l/min 3,192  l/min 3,304  l/min 3,413  l/min 3,569  l/min 3,719  l/min

2,774  l/min 3,102  l/min 3,283  l/min 3,398  l/min 3,509  l/min 3,670  l/min 3,824  l/min

0,693 gpm 0,775 gpm 0,820 gpm 0,849 gpm 0,876 gpm 0,916 gpm 0,955 gpm

0,713 gpm 0,797 gpm 0,843 gpm 0,873 gpm 0,902 gpm 0,943 gpm 0,982 gpm

0,733 gpm 0,819 gpm 0,867 gpm 0,898 gpm 0,927 gpm 0,970 gpm 1,010 gpm

Power  min 
nom 
max 

  
min 
nom 
max

13,87 KW 19,39 KW 22,98 KW 25,49 KW 28,08 KW 32,12 KW 36,34 KW

14,27 KW 19,95 KW 23,64 KW 26,22 KW 28,89 KW 33,04 KW 37,38 KW

14,68 KW 20,51 KW 24,31 KW 26,96 KW 29,70 KW 33,98 KW 38,44 KW

18,61 HP 26,00 HP 30,82 HP 34,18 HP 37,66 HP 43,07 HP 48,73 HP

19,14 HP 26,75 HP 31,71 HP 35,16 HP 38,74 HP 44,31 HP 50,13 HP

19,58 HP 27,51 HP 32,60 HP 36,16 HP 39,84 HP 45,57 HP 51,55 HP

Orifice Ø Working pressures
0,4064 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,016 Inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max

  
min 
nom 
max

3,438  l/min 3,843  l/min 4,067  l/min 4,210  l/min 4,348  l/min 4,548  l/min 4,738  l/min

3,524  l/min 3,940  l/min 4,169  l/min 4,316  l/min 4,457  l/min 4,661  l/min 4,857  l/min

3,611  l/min 4,037  l/min 4,273  l/min 4,423  l/min 4,568  l/min 4,777  l/min 4,977  l/min

0,908 gpm 1,015 gpm 1,074 gpm 1,112 gpm 1,149 gpm 1,201 gpm 1,252 gpm

0,931 gpm 1,041 gpm 1,101 gpm 1,140 gpm 1,177 gpm 1,231 gpm 1,283 gpm

0,954 gpm 1,067 gpm 1,129 gpm 1,168 gpm 1,207 gpm 1,262 gpm 1,315 gpm

Power  min 
nom 
max 

  
min 
nom 
max

18,19 KW 25,42 KW 30,13 KW 33,41 KW 36,81 KW 42,10 KW 47,63 KW

18,64 KW 26,05 KW 30,88 KW 34,25 KW 37,73 KW 43,16 KW 48,82 KW

19,10 KW 26,70 KW 31,65 KW 35,10 KW 38,66 KW 44,23 KW 50,03 KW

24,39 HP 34,08 HP 40,40 HP 44,80 HP 49,36 HP 56,46 HP 63,87 HP

25,00 HP 34,94 HP 41,41 HP 45,93 HP 50,60 HP 57,88 HP 65,47 HP

25,52 HP 35,80 HP 42,44 HP 47,07 HP 51,85 HP 59,31 HP 67,10 HP



GARDELLA  WATERJET

Orifice Ø Working pressures
0,4572 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,018 inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max

  
min 
nom 
max

4,363  l/min 4,878  l/min 5,162  l/min 5,343  l/min 5,518  l/min 5,771  l/min 6,014  l/min

4,460  l/min 4,986  l/min 5,277  l/min 5,462  l/min 5,641  l/min 5,900  l/min 6,147  l/min

4,558  l/min 5,096  l/min 5,393  l/min 5,582  l/min 5,765  l/min 6,029  l/min 6,283  l/min

1,153  gpm 1,289 gpm 1,364 gpm 1,412 gpm 1,458 gpm 1,525 gpm 1,589 gpm

1,178 gpm 1,317 gpm 1,394 gpm 1,443 gpm 1,490 gpm 1,559 gpm 1,624 gpm

1,204 gpm 1,346 gpm 1,425 gpm 1,475 gpm 1,523 gpm 1,593 gpm 1,660 gpm

Power  min 
nom 
max 

              mi
n 

nom 
max

23,08 KW 32,26 KW 38,23 KW 42,40 KW 46,71 KW 53,43 KW 60,45 KW

23,59 KW 32,97 KW 39,08 KW 43,35 KW 47,75 KW 54,62 KW 61,79 KW

24,11 KW 33,70 KW 39,94 KW 44,30 KW 48,80 KW 55,82 KW 63,15 KW

30,95 HP 43,26 HP 51,27 HP 56,86 HP 62,64 HP 71,66 HP 81,06 HP

31,64 HP 44,22 HP 52,41 HP 58,13 HP 64,04 HP 73,25 HP 82,87 HP

32,34 HP 45,19 HP 53,57 HP 59,41 HP 65,44 HP 74,86 HP 84,69 HP

Orifice Ø Working pressures
0,5080 mm 2.000 bar 2.500 bar 2.800 bar 3.000 bar 3.200 bar 3.500 bar 3.800 bar

0,0200 inch 29.000 psi 36.250 psi 40.600 psi 43.500 psi 46.400 psi 50.750 psi 55.100 psi

Flow   min 
nom 
max

min 
nom 
max

5,398  l/min 6,035  l/min 6,387  l/min 6,611  l/min 6,828  l/min 7,141  l/min 7,441  l/min

5,506  l/min 6,156  l/min 6,515  l/min 6,743  l/min 6,964  l/min 7,284  l/min 7,589  l/min

5,615  l/min 6,278  l/min 6,644  l/min 5,877  l/min 7,102  l/min 7,428  l/min 7,739  l/min

1,426 gpm 1,594 gpm 1,687 gpm 1,746 gpm 1,804 gpm 1,886 gpm 1,966 gpm

1,454 gpm 1,626 gpm 1,721 gpm 1,781 gpm 1,840 gpm 1,924 gpm 2,005 gpm

1,483 gpm 1,658 gpm 1,755 gpm 1,817 gpm 1,876 gpm 1,962 gpm 2,045 gpm

Power  min 
nom 
max 

         mi
n 

nom 
max

28,56 KW 39,91 KW 47,31 KW 52,47 KW 57,80 KW 66,11 KW 74,79 KW

29,13 KW 40,71 KW 48,25 KW 53,51 KW 58,95 KW 67,43 KW 76,29 KW

29,71 KW 41,51 KW 49,21 KW 54,57 KW 60,12 KW 68,77 KW 77,80 KW

38,30 HP 53,52 HP 63,44 HP 70,36 HP 77,51 HP 88,66 HP 100,30 HP

39,06 HP 54,59 HP 64,71 HP 71,76 HP 79,06 HP 90,43 HP 102,30 HP

39,84 HP 55,67 HP 65,99 HP 73,18 HP 80,62 HP 92,22 HP 104,33 HP


